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L ° ' DFCM DESIGN AND CODE CRITERIA i )
—1. APPLICABLE CODES JAN
H o . YEAR YEAR
INTERNATIONAL BUILDING CODE 2006 NATIONAL ELECTRICAL CODE 2005

I INTERNATIONAL MECHANICAL CODE ~ N/A UNIFORM CODEFOR
=2 INTERNATIONAL PLUMBING CODE 2006  BUILDING CONSERVATION N/A
' V4= Iﬂ INTERNATIONAL FIRE CODE 2006 ADA ACCE®SIBILITY y
INTERNATIONAL ENERGY GUIDELINES N/A
S CONSERVATION CODE 2006

A OCCUPANCY AND GROUP: B
CHANGE IN USE: YES NO X MIXED OCCUPANCY: YES NO X

CACHE VALLEY HUNTER SPECIAL USE AND OCCUPANCY (eg. HIGH RISE, COVERED MALL):  NO
EDUC ATION CENTER :. :f::l; Dc'foe:j: ;ﬁ::ozﬁc I-NE//.\ONE} DESIGN WIND SFEED: 1090 MPH

2851 WEST 200 NORTH | o ' Wow v v v

9 LOGAN, UTAH B iy e

D. FIRE RESISTANT RATING REQUIREMENTS FOR THE EXTERIOR WALLS BASED ON THE FIRE
SEPARATION DISTANCE (IN HOURS)

NORTH N/A  SOUTH N/A  EAST NA  UEST  NA
E. MXED OCCUPANCIES: NO  NONSEPARATED USES  NO
. SPRINKLERS:  NO NONSEPARATED USES _ NO
REQUIRED: NO  PROVIDED NO  TYPE OF SPRINKLER SYSTEM NONE
G.  NUMBER OF STORIES: 2 BUILDING HEIGHT: NA
ACTUAL AREA PER FLOOR (SQUARE FEET): XX
| TABULAR AREA: XX

J. AREA MODIFICATIONS:

INDEX TO DRAWINGS vacalg] [3g] e eolf ool

b) 8UM OF THE RATIO CALCULATIONS FOR MIXED OCCUPANCIES:

ACTUAL AREA |
SHEET DRAWING TITLE ALLOWABLE AREA ~

STATE OF UTAH DFCM
2851 W. 200 NORTH
LOGAN, UTAH

ENGINEER:

McNEIL GROUP Inc.

©835 5. WD E.
MIDVALE, UTAH 84041
(801) 255-1100

cs COVER SHEET C) TOTAL ALLOWABLE AREA FOR:

clol PARTIAL SITE PLAN I)ONE STORY: -
Al ROOF PLANS 2) TWO STORY: A,(2) -

AS2Q DETAILS 3) THREE STORY: A (3) -

CACHE VALLEY HUNTER EDUCATION CENTER

d) INLIMITED AREA BULDING: YES __ NO_X_ CODE SECTION: _N/A
K FIRE RESISTANCE RATING REQUIREMENTS FOR BUILDING ELEMENTS (HOURS).

TO OUR BEST KNOWLEDGE THESE DRAWINGS MEET ALL INTENTS

OF THE DFCM STANDARDS FOR THE STATE OF UTAH, ELEMENT HOURS | "lsraia " | ELEMENT HOURS | g
ﬁ EXTERIOR BEARING WALLS - FLOORS - CEILING FLOORS %] -

INTERIOR BEARING WALLS - |ROOFS - CEILING ROCFS o -
EXTERIOR NON-BEARING WALLS - |EXTERIOR DOORS AND WINDOUWS| @ -
STRUCTURAL FRAME - |SHAFT ENCLSURES N/A -
PARTITIONS - PERMANENT -  |FIREUWALLS

FIRE BARRIERS - |FIRE PARTITIONS
SMOKE PARTITIONS

VICINITY MAP L. DESIGN OCCUPANT LOAD: XX OECTRG. 280554

EXIT WIDTH REQUIRED: _ XX EXIT WIDTH PROVIDED:_XX CADDWG.FLE: 280554-pindwg

M. MINIMUM NUMBER OF REQUIRED PLUMBING FACILITIES: DRAWN BY: NMD

11/5/08] PLAN REVIEW COMMENT:

DDV (DD

QDD

LR

\
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a) WATER CLOSETS - REQUIRED (m) XX (f) XX PROVIDED: (m) XX_(F) XX__
b) LAYATORIES - REQUIRED (m) XX_(f) XX PROVIDED: (m) XX_(f) XX _
¢) BATH TUBS OR SHOWERS: XX PROPERTY NO:

d) DRINKING FOUNTAINS: XX SERVICE 8INKS: XX DESGNEDBY: DLS

FOOTNOTES: FIELD CREW:

) INCASE OF CONFLICT WITH THE US. DEPARTMENT OF JUSTICE FEDERAL REGISTERS PARTS | CHeckEDBY:  DLS
THOGUH V - ADA GUIDELINES AND SPECIFIC REFERENCE TO THE INTERNATIONAL BUILDING DATE: OCTOBER
CODE ACCESSIBILITY CHAPTERS, THE MORE RESTRICTIVE REQUIREMENT SHALL GOVERN.

2)  ADDITIONAL CODE INFORMATION SHALL BE PROVIDED AT THE DISCRETION OF THE BUILDING
OFFICIAL FOR COMPLEX BUILDINGS. INCLUDING, BUT NOT LIMITED TO: COVER
a) HIGH RISE REQUIREMENTS

b) ATRIUMS
¢) PERFORMANCE BASED CRITERIA. SHEET

d) MEANS OR EGRESS ANALYSIS

e) FIRE ASSEMBLY LOCATOR SHEET

f) EXTERIOR AND INTERIOR ACCESSIBILITY ROUTE
g/ FIRE STOPPING, INCLUDING TESTED DESIGN NUMBER C

,
\.
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McNEIL ENGINEERING - SURVEYING, L.C.

GENERAL NOTES:

CONTRACTOR MUST VISIT THE SITE S0 AS TO BE FAMILIAR WITH ALL EXISTING
CONDITIONS BEFORE SUBMITTING BID. BRING ANY QUESTIONS OR CONCERNS TO
THE ATTENTION OF THE CONSULTANT FOR CLARIFICATION, AND ADDENDUM PRIOR

. CONTRACTOR RESPONSIBLE TO KEEP BUILDING WATERTIGHT AT ALL TIMES.
STARTING FROM NOTICE TO PROCEED TO SUBSTANTIAL COMPLETION ANY
DAMAGE TO THE BUILDING OR ITS CONTENTS WILL BE THE RESPONSIBILITY OF

MCcNEIL ASPEN CONSULTANTS, L.C.

TO BID OPENING. NO ALLOWANCES WILL BE MADE FOR CONDITIONS THAT ARE
CLEARLY VISIBLE.

2.

2. CONTRACTOR SHALL WORK WITH OUNER ON SCHEDULING TO INSURE CONTINUED
USE OF THE BUILDING. NEITHER THE CONTRACTOR NOR ANY OF HIS PEOPLE
SHALL HAVE ACCESS TO THE BUILDING WITHOUT PRIOR AUTHORIZATION.

3. ALL SAFETY STANDARDS AND REQUIREMENTS ARE THE RESPONSIBILITY OF THE
CONTRACTOR

4. ALL EXISTING ROOF PENETRATIONS WILL BE FLASHED AND PAINTED.

5. ALL EXISTING ROOF VENTS, MECHANICAL UNITS, ROOF HATCHES, ETC. WILL BE 2.
RAISED A MINIMUM OF 12" ABOVE THE FINISHED ROCF.

0. ALL NEWMETAL WILL BE PRE-FINISHED OR GALYANIZED STEEL. CAULKING WILL
BE SAME COLOR AS METAL.

7. BEFORE FABRICATION OF ANY SHEET METAL WORK, SUBMIT SHOP DRAWINGS TO 3.
ENGINEER FOR REVIEW AND APPROVAL. ALL WORK TO CONFORM TO NRCA OR
SMACNA DETAILS AND REQUIREMENTS WHERE NOT SPECIFICALLY DETAILED
OTHERWISE.

8. COMPLY WITH ALL MANUFACTURER'S SPECIFICATIONS AND RECOMMENDATIONS.

SCOPE OF WORK:

& © 6 O

P ® 66 6 © e 6 ® O

COMPLETELY TEAR OFF EXISTING ROCFING §YSTEMS DOUN TO PLYWOOD SHEATHING.
CHECK PLYWOOD FOR DAMAGE. CONTACT CONSULTANT [F ANY 1S DISCOVERED
DURING REMOVAL. SALVAGE ALL METAL ROOFING TO OINER

INSTALL NEW MECHANICAL CURBS FOR ALL EXISTING A/C UNITS. SEE DETAIL B/A52Q.
VERIFY WORKING CONDITION OF ALL UNITS ON ROOF BEFORE AND AFTER ROOFING
PROJECT.

INSTALL NEW FIRE RETARDANT TREATED WOOD NAILERS ALONG EDGE OF ROOF TO
MATCH HEIGHT OF INSULATION. SEE DETAIL F/A520. TREATED WOOD TO COMPLY WITH
IBC 6031, CONDITION 3.

LOWER (3) EXISTING EXTERIOR WALL MOUNTED LIGHTS FOR PROPER ACCESS TO
FIXTURE. ALL WORK NECESSARY TO COMPLETE JOB 1STO BE PART OF THE CONTRACT.
ALL WORK TO BE DONE BY LICENSED ELECTRICIAN.

REMOVE AND DISPOSE OF EXISTING METAL FASCIA. INSTALL NEW WOOD BLOCKING TO
MAKE ALL FASCIA FLUSH AND STRAIGHT. INSTALL NEW 24 GA. METAL FASCIA. SEE
DETAIL F/AS.00

REMOVE EXISTING METAL DRIP EDGE AND REPLACE UITH 24 GA. PREFINISHED METAL.
SEE DETAILS F ¢ G/AS20.

INSTALL NEW SKYLIGHT IN SHED ROOF FOR REPLACEMENT FOR REPLACEMENT OF
PUMP. SEE DETAIL E/AS.00.

INSTALL (2) 2" LAYERS OF POLYISOCY ANURATE INSULATION OVER ENTIRE FLAT ROOF.

REMOVE EXISTING RAINGUTTER AND DOUNSPOUTS. INSTALL NEW GUTTERS WHERE
SHOUN. INSTALL NEUW DOUNSPOUTS AT EXISTING LOCATIONS. SEE DETAILS H ¢ F/A500

INSTALL NEW TURTLE VENTS ON ALL ENTRANCE AREAS. CUT HOLES IN EXISTING
SOFFITS AND COVER WITH SCREENS FOR VENTING.

REMOVE AND INSTALL NEW 24 GA. PREFINISHED METAL PARAPET CAP WITH I' SLOPE IN
CAP. SEE DETAIL C/AB2® INSTALL WITH STANDING SEAMS.

REMOVE, OIL AND REINSTALL ALL TURBINE VENTS ON FLAT ROCF.

INSTALL ALL NEW FELTS, DRIP EDGE, FLASHINGS AND SHINGLES ON WEST SHED AND
ALL ENTRANCES. OUNER TO PICK COLOR OF SHINGLES. ALL METAL TO BE 24 GA.
PRE-FINISHED. COLOR TO MATCH MAIN ROOF METAL.

INSTALL NEW &2 MIL. EPDM MEMBRANE FULLY ADHERED OVER ENTIRE FLAT ROCF.
INSTALL AS PER MANUFACTURERS LATEST RECOMMENDATIONS.

REPLACE MISSING SECTION OF METAL ROOFING ON NORTH FIRING SHED.

INSTALL NEW WALKWAY PADS TO ALL MECHANICAL UNITS ON ROOF.

NORTH

@5‘@

THE CONTRACTOR

RAINGUTTERS:
-NO JOINTS ABOVE ENTRY DOORS

-RIVETS ¢ SCREWS TO BE PANTED SAME COLOR (NO SPRAY PAINT)

-USE POP RIVETS AT ALL CONNECTIONS FROM RAINGUTTERS TO DOUNSPOUTS,
-8PLASH BLOCKS TO BE UNDER EVERY DOUNSPOUT - CHECK EXISTING SITE.
-ALL JONTS TO BE SEALED WATER TIGHT

. BEFORE ORDERING ANY MATERIALS, VERIFY ALL EXISTING CONDITIONS AND

DIMENSIONS. DO NOT SCALE DRAWINGS FOR QUANTITIES.

BEFORE INSTALLATION OF ALL NEW PIPE JACKS AND PIFE FLASHINGS CHECK
MECHANICAL FLUES AND VENTS FOR ANY SETTLEMENT OR SHIFTING INTO ROCF.
CONTRACTOR TO VERIFY THAT MECHANICAL EQUIPMENT VENTING TO HAVE
POSITIVE RELEASE FLOW TO ROOF YENT AND FLUE 15 SECURED TO ORIGINAL
HEIGHT AND ALL CONNECTIONS ARE TIGHT AND SECURE.

ANY SIDING, FASCIA, ETC. THAT NEEDS TO BE REMOVED TO COMPLETE THIS JOB
15 TO BE PART OF THE CONTRACT. CARE MUST BE TAKEN TO ENSURE THAT ALL
ITEMS TO BE REINSTALLED ARE NOT DAMAGED DURING REMOVAL AND/OR
INSTALLATION. ALL PIECES THAT ARE DAMAGED UILL BE REPLACED BY
CONTRACTOR.

LEGEND
SLOPE
°, VENT
MECHANICAL UNITS
X CONDENSING UNITS
F—1  ROOF LADDER AcCESS
A EPDM MEMBRANE ROOFING
O NEW 8KY LIGHT
o NEW TURTLE VENTS
I NEW VENTS N SOFFITS

| ol

Al S

e
WELL SHED ROOF PLAN
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SEALANT APPROVED BY SURFACE MOUNTED 24 GA. PRE-FINISHED — &)
MEMBRANE MANUFACTURER METAL COUNTERFLASHING. USE METAL FLASHING ON SIDE DISCHARGE UNITS A %' AT O a
EXPANDING MASONRY FASTENERS 4 18" PLYWOOD CAP WITH 24 GA. METAL CAP WILL NEED uzg i
OC. COLOR T0 BE SELECTED BY OINER TO BE INSTALLED, MEMBRANE TO FULLY COVER a5 m ™~
PLYWOOD CAP BEFORE INSTALLING METAL CAP. m 9 OTAINLESS STEEL
MASONRY FASTENER - CLAMPING RING WATER CUT-OFF MASTIC
—— BONDING ADHESIVE NEW WOOD NAILER ——
TERMNATION BAR MEMBRANE FLASHING 6LOPE TO ACHIEVE '\ FELD VERFY i SPLICING CEMENT PIPE ROOF FLASHING
WATER CUT-OFF MASTIC . _ DRAINAGE ‘l ‘ S
| o UIDE FRESURE T SEAM FASTENING PLATE 24 G PREFINGHED - [ D " EPDM MEMBRANE INSTALL PER . »
A | EPDM MEMBRANE INSTALL PER MANUF. . —{ FLASHING CENTERED OVER RECOMMENDATIONS. v
BONDING ADHESIVE | LATEST RECOMMENDATIONS : LAP SEALANT : SEAM FASTENING PLATE (2) 2" LAYERS OF / §
|:\ .
=Nt \ | EPDM MEMBRANE INSTALL CONT. HOLD DOUN W/ | GASKETED FASTENERS POLYISOCY ANIRATE
PER MANUF. LATEST | 01" OC. SEAM FASTENING PLATE MAX:
| FASTENERS @ 2" OC. N o OC /L INSULATION
s |l RECOMMENDATIONS. / | EPDM MEMBRANE INSTALL c === RS sk e s
ARG KKK R I E KKK IKKIKLEKKKL o PER MANUF, LATEST LK ] . 02020, 7 p LLKRKS
0’:‘:’0":’:’:’:’:’:’:’:’:’:’:’:’:‘\z’:’:’:’:’:’:’:’:‘:’: """"""""""""""""" | SRIRIRIKIKRS pOSesosed SXRXRK D SOS0K 900300803020 3020
o T P\ Feameomas
FLASHING TO TERMICANTE : X = :000000000:::::::0::0:?:0::0 POLYISOCT ANURATE BONDING ADHESIVE “2‘3*2*2*202*3*2?‘2‘2‘20?2:2*2‘232:2:2:3’20302*2 E§§§§§§§gggggi‘éizggé E§§§§§§§§§ '
\_ J
COUNTERFLASHING DETAIL CURB FLASHING PARAPET CAP DETAIL VENT PIPE FLASHING i )
SCALE: 3" - I-0" @ SCALE: NTZS. @ SCALE: 112" = -0 @ SCALE: 3" = I-0" @
FLASHING STRIP
BACKER FLASHING EXTENDS UPSLOPE UNDER EPDM MEMBRANE INSTALL PER ) L y
SHINGLES A MIN. OF 3 COURSES. (WHERE DEEMED MANUF. LATEST RECOMMENDATIONS, * o r N\ N
NECESSARY, HOLD SHINGLES UP | COURSE AND NAIL , TotAL /3" (2) 2" LAYERS OF L ]
HIGH, DEPENDING UPON ANTICIPATED DEBRIS M ‘ COVERAGE / MIN. ‘ POLYIS0CY ANURATE S
AND/OR SNOUW ACCUMULATION). NEW METAL DRIP EDGE INSULATION )
> N NEUW HINGED BASE SEE DETAIL G/ABQ0 N R _ X .... it X 434 ﬁ
° SKYLIGHT TO BE S SSS 000000:0 ' MIN o [T—
JNSTALLED, e | i
% \ 0RIRRIEIRIOILIIIRIRKRAL LL]
e S oess O S (&
~ - S
' S
.‘ / — NEW FIRE RETARDANT TREATED I SCREW ¢ FERRIL RIVETS TOBE PANTED ||| £= =
— , WOOD NAILERS - HEIGHT TO MATCH NEW 24 GA PREFINISHED \ - SAME COLOR AS — (&)
L INSTALL NEW RAN GUTTER NSULATION METAL. COLOR BY OUNER = > T STYLE "A" RANGUTTER \ DOUNSPOUT 2‘, L
“ SEE DETALL A/AB00 A = (1) PIECE GUTTER (10’ LENGTHS) — =
N NEW SOLID BLOCKING. -~ EXISTING MASONRY WALL SLIP GUTTER UNDER DRIP EDGE SEAM TO BE ON THE a T =
- AND SCREW ¢ FERRIL 4 24" OC. BACKSIDE L <C S=
NTERELASHN NEW 24 GA. PRE-FINISHED 2 o — =5
APRON FLASHING WITH LOUER CONTERFL AvHiNG FASCIAMETAL COLOR BY /2" HEM NOTE. w=of S=
FLASHING 2" M. % - NO JOINT® ABOVE ENTRY DOORS. - 8PLASH BLOCKS TO BE UNDER EVERY DOIN = O =9
- RIVETS ¢ 8CREWS TO BE PAINTED SAME SPOUT CHECK EXISTING SITE. - Py
STEP FLASHING COLOR - CAULKING TO BE SAME COLOR A$ SHEET METAL - '-l'_J &
RAISED FLASHING WITH LOWER - USE POP RIVETS AT ALL CONNECTIONS - [FFASCIA 15 NOT VERTICAL INSTALL METAL S <
EDGE HEMMED UNDER FROM RAN GUTTERS TO DOUN SPOUTS, SUPPORT BRACKETS BEHIND GUTTER. SEE DETAIL -
-l D
=
SKYLIGHT DETAIL E CURB FLASHING F STANDARD DRIP EDGE DETAIL G RAINGUTTER & DOWNSPOUT DETAIL H =
SCALE: NT8. SCALE: NT8. SCALE: FULL SCALE- 112" - T-0" LLl
S
<C
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INSTALL NEW SURFACE MOUNTED
CAULK D SEAL UATERTIGHT METAL COUNTERFLASHING. USE
s e o NSTALL NEW SURFACE MOUNTED METAL - A 2
CAULK. AND SEAL WATERTIGHT CONTERFL ASHING. ISE EXPANDING 4% 4 VNYL BLOCK NOTE: _____REVISIONS
i 1 PUDONRY Py STEYERS 8 BT OC. CAlLK CLECTRICAL CODUIT CTTOFT oo BRACKETS MUST BE OF SAME METAL | o
C COUNTERFLASHING -0" OC. \
| CONDUIT. SCREWED T0 BLOCK. " PROTECTION PAD. INSTALL PER ﬁ
. 6" MN. MANUFACTURER'S SPEC'S X
. —— NEW METAL STEP FLASHING UP UNDER FXISTING AL NEWMETAL BASE FLASHING UP UNDER VINYL BLOCKS OR OTHER MATERIAL EPDM MEMBRANE INSTALL PER i\ )
; ) NEW COUNTERFLASHING. INSTALL WITH ey e D OVER IOF . ACCEPTABLE TO MEMBRANE MANFACTURER MANUF. LATEST olpE (roEcTY: 280554 )
; % FASTENERS APFROVED BY NN QTLE o NERléL@ i gép DING  INsTALL MEMBRANE PROTECTION PAD RECOMMENDATIONS. 3 '
: MANUFACTURER - UNDERNEATH EACH BLOCK. 2 x 4 VINYL BLOCKS CADDWG. ALE: 280554-pindwg
e CUT TO FIT DRAWNEY:  NMD
8 NEW ARCHITECTURAL SHINGLES 4 y NEW ARCHITECTURAL SHINGLES OVER
g= 4 30* FELTS PER SPECS. BULDING &
E £ $ ) L
S L2 7 ] A A DESGNEDBY: DLS
8 7 FIELD CREW:
5 AL SET BOTTOM OF ——¥F /] 7 5
g FLASHING IN MASTIC /] | \ NOTE, CHECKEDBY:  DLS
£ BED M (2) 2" LAYERS OF A INSTALL BLOCK SUPPORTS @ 12'-0" DATE: OCTOBER
I - EXISTING WOOD SHEATHING = NEW FELT POLYISOCY ANURATE OC. MIRO PLASTIC SUPPORTS ARE —— g
£ J EXISTING PLYWOOD INSULATION. APPROVED EQUAL.
2 EXISTING PLYWOOD ROOF SHEATHING DETAILS
2 STEP FLASHING DETAIL ] COUNTERFLASHING DETAIL PIPE BLOCKING DETAIL ] VINYL PIPE BLOCK DETAILS M \ 2
3= ECALE: 3" - I-0" SCALE: 3" - I-0" K 8CALE: NTS. 8CALE: NTS. AS 00
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3 NORTH UTILITIES.  T'S_COSTLY, NOTICE! DATE: OCTOBER
8 THE CONTRACTOR SHALL BE
2 |f‘> PARTIAL SITE PLAN BEFORE YOU RESPONSIBLE FOR THE LOCATION, PARTIAL
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